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Experience year-round comfort with the energy-efficient
AlpicAir inverter air conditioner. Designed to perform in
extreme weather, it delivers powerful yet quiet cooling and
can keep indoor temperatures as low as +8 °C.
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Model AWI/AWO-20HRDC1A AWI/ANO-40HRDCIA AWIfAWO-60HRDC1A AWI/AWO-80HRDC1A
Cooling Capacity kw 27(07-5.0) 35 (08-50) 53(12-72) 70 (20-90)
Heating Capacity kW 35(07-65) 4.2(09-72) 5.6 (1.2-92) 70 (20-95)
Power input Cooling kw 0.6 (01-1.8) 0.8(01-19) 13 (04-25) 19 (05-37)
Power input Heating kW 07(01-24) 10 (01-26) 13(04-33) 18 (04-38)
Power supply V/ph/Hz 230/1/50 230/1/50 230/1/50 230/1/50
Seasonal cooling efficiency (SEER) - 850 850 660 650
Seasonal heating efficiency (SCOP) - 510 510 4,40 410
Energy efficiency class Cooling/heating Ak ++[A+++ Ak ++[A+++ A+ [A+ A+ +[A+
Indoor unit air flow volume m?/h B800/630/350 B800/630/430 1200/950/600 1200/900/750
Indoor unit sound pressure (LP) dB(A) L4 [36[22 46/38/21 46/38/21 50/41/35
Outdoor unit sound pressure (LD) dB(A) 53 54 5655 58
Indoor unit dimensions (WxHxD) mm 998x301x225 998x301x225 1101x327%249 1101x%327%249
Qutdoor unit dimensions (WxHxD) mm B899x506x378 B899x506x378 QB8OX790x427 QBOx790x427
Indoor unit weight kg 130 135 165 165
Outdoor unit weight kg 44.5 455 625 650
Refrigerant R32 (1000 g) R32 (1000 g) R32 (1500 g) R32 (2000 g)
Maximum refrigerant pipe length m 15 40 40 50
Maximum height difference m 10 20 20 30
Operating conditions in cooling mode Lol -25~ +52 -25~ +52 -25~+52 -25-~+52
Operating conditions in heating mode 2 -30~ +24 -30~+24 -30~ +24 -30~+24

The data is measured under the following conditions (ISO-T1). Cooling: Indeor temp. of 27 °C DB, 19 °C WB, and outdoor temp. 35 °C DB. Heating: Indoor temp. of 20 °C DB, and
outdoor temp. of 7°C DB, 6 °C WB.

V 315.0 * Under our policy of continuous imprevement, we reserve the right to change specifications and design witheout prior notice. www.alpicaircom
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AlpicAir inverter conditioners are silent and efficient,
providing a good ambient environment with low energy
consumption. New fashionable design and environment
friendly refrigerant R32 is applied in the unit.
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Model AWIJAWO -26HRDC1G AWI/AWO-36HRDCIG AWI/ANO-54HRDCIG AWI/AWO-7TIHRDC1G
Cooling Capacity kW 27(0,80-3,60) 3,5(090-4,30) 53 (1,00-640) 71(200-8,85)
Heating Capacity kW 30 (090-3,80) 3,8 (090-4,70) 56 (1,20-6,80) 7.8 (1,80-945)
Power input Cooling kW 07(010-1,30) 02 (012-1,50) 15(010-2,30) 20 (045-290)
Power input Heating kW 07(015-140) 02 (018-1,80) 14 (020-235) 20 (0,35-300)
Power supply V/ph/Hz 230/1/50 230/1/50 230/1/50 230/1/50
Seasonal cooling efficiency (SEER) - 840 710 730 700
Seasonal heating efficiency (SCOP) - 450 410 420 420
Energy efficiency class Cooling/heating A++] A+ A++] A+ At++| A+ Ax+[ A+
Indoor unit air flow volume m*h | 610/530/500/440/380/310/280 650/580/440/380/330/310 1000/960/870/810/720/640/600 1250/1100/1000/950/900/850/800
Indoor unit sound pressure (L) dB(A) 38/36/34/31/26/24[22 43/39/37/34/31/28/25 47/45/43/41/35/30/28 48/44/41/40/38/37/35
Outdoor unit sound pressure (LD) dB(A) 51 52 56 59
Indoor unit dimensions (WxHxD) mm 867x276x206 B867%x276x206 Q78x333x248 1116x333%248
Qutdoor unit dimensions (WxHxD) mm 732x555%330 732x555%330 802x555x350 958x660x402
Indoor unit weight kg Q Q 135 155
Outdoor unit weight kg 245 255 315 415
Refrigerant R32 (510 g) R32 (550 g) R32 (850 g) R32 (1500 g)
Maximum refrigerant pipe length m 15 20 25 25
Maximum height difference m 10 10 10 10
Operating conditions in cooling mode °C -15 - +50 -15 - +50 -15 - +50 -15 - +50
Operating conditions in heating mode °C -25-+30 -25-+30 -25 - +30 -25-+30

The data is measured under the following conditions (ISO-T1). Cooling: Indeor temp. of 27 °C DB, 19 °C WB, and outdoor temp. 35 °C DB. Heating: Indoor temp. of 20 °C DB, and

outdoor temp. of 7°C DB, 6 °C WB.

V 315.0 * Under our policy of continuous imprevement, we reserve the right to change specifications and design without prior notice. www.alpicaircom
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TRENDY BLACK SERIES

Trendy black series has new fashionable design. The

ultraviolet lamp inhibits the growth of bacteria and viruses.
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Model
Cooling Capacity kW
Heating Capacity kW
Power input Cooling kW
Power input Heating kW
Power supply V/ph/Hz

Seasonal cooling efficiency (SEER)
Seasonal heating efficiency (SCOP)

Energy efficiency class Cooling/heating
Indoor unit air flow volume m?/h
Indoor unit sound pressure (LP) dB(A)
Outdoor unit sound pressure (LD) dB(A)
Indoor unit dimensions (WxHxD) mm
Qutdoor unit dimensions (WxHxD) mm
Indoor unit weight kg
Outdoor unit weight kg
Refrigerant

Maximum refrigerant pipe length m
Maximum height difference m
Operating conditions in cooling mode 2
Operating conditions in heating mode °C
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AWO/AWI-36HRDCITB
351(09-44)
381(09-47)

099 (0,22-140)
096 (0,22-1,65)
230/1/50
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41/38/36/33/30/27/25
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AWO/AWI-54HRDCITWB
53(085-63)
5,35 (1,05-70)

158 (010-2.30)
139 (024-235)
230/1/50
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42
A++[A+
1000/850/760/650/580/520/450
45/42/40/37/34[29/26
56
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802x555x350
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-25 - +30

The data is measured under the following conditions (ISO-T1). Cooling: Indeor temp. of 27 °C DB, 19 °C WB, and outdcor temp. 35 °C DB. Heating: Indoor temp. of 20 °C DB, and

outdoor temp. of 7°C DB, 6 °C WB.

V 315.0 * Under our policy of continuous improvement, we reserve the right to change specifications and design witheut prior notice. www.alpicaircom

WWW.ALPICAIR.COM















































































